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PERFORMANCE RESULTS

PPR Carlow Concrete Tanks
Drumberry, Bunclody, Co. Wexford, Ireland

EN 12566-1
Part 1: Prefabricated septic tanks
Results corresponding to EN 12566-1 and S.R. 66

PIA-SR66-1601-1000_A

Four Piece Septic Tank

Material Concrete

Durability Pass

Structural behaviour (calculation) Pass (for wet ground conditions also)
Watertightness pass

Nominal capacity 3m34md 5md 11 m?

Hydraulic efficiency 99.82 % (no filter)

Performance tested by:
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Four Piece Septic Tank range and its referring test reports:
Nominal Drawing of model of | Watertightness | Hydraulic Structural Durability
capacity the range and Nominal Efficiency Behaviour
Usabile Capacity (EN 12566- | (EN 12566-
capacit (EN 12566-1 1 Annex B) | 1 Annex D)
pactty Annex A)
Population
equivalent
(PE)
3 exmonconnee s R Pass Pass Pass Pass
3,851 1 PIA2013-WD- | PIA2013- For wet P1A2009-
1210-1069 HWG-1210- | ground ST-
12 PE 1069 conditions ATO0710-
also, 1012
Installation
depth 1.48
m from inlet
invert
4 Pass Pass Pass Pass
4,489 | PIA2013-WD- | Range For wet PIA2009-
1210-1069 conformity | ground ST-
16 PE according conditions ATO710-
to S.R. also, 1012
66:2015 Installation
depth 1.48
m from inlet
invert
5 | RS Pass Pass Pass Pass
5,127 | PIA2013-WD- | Range For wet PIA2009-
1210-1069 conformity | ground ST-
20 PE according conditions ATO0710-
to S.R. also, 1012
66:2015 Installation
depth 1.48
m from inlet
invert
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Nominal Drawing of model of | Watertightness | Hydraulic Structural Durability
capacity the range and Nominal Efficiency Behaviour
Usable Capacity (EN 12566- | (EN 12566-
capacity (EN 12566-1 1 Annex B) | 1 Annex D)
Annex A)
Population
equivalent
(PE)
11 Pass Pass Pass Pass
11,374 | PIA2016- Range PIA2009- PIA2009-
WD/NC-1601- | conformity | ST-AT0710- | ST-
50 PE o 1000 according 1012 ATO710-
e P to S.R. 1012
VENITES S | 66:2015 For wet
— = ground
— conditions
D = also,
il Installation
depth 1.48
m from inlet
invert
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CARLOW CONCRETE TANKS | HiEdat

—— WWW Carlowtanks.com CONCRETE TANK
SHEET 1 OF 1

I Drawn By! T, Armstrong

| pater 12/07/2012
I Revislon: 0

CERTIFIED TO EN12566-1

STANDARD UNIT WEIGHTS:
= BASE SECTION: 0.5 tonnes
= TOP SECTION: 0.5 tonnes
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EXTERNAL @ EXTERNAL @
1400mm MAX, U 1400mm MAX,
PLAN VIEW)|
SCALE; 1128
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DRAWING TITLE;
Drawn By: N Nolan
CARLOW CONCRETE TANKS | fiasimis "
16PE Septlc Tank Date:z 1-2-2016
s WWW,Carlowtanks.com s Usable Volue 4489 Litres =
Revision; 0
STANDARD UNIT WEIGHTS1
- BASE SECTION; 0,5 tonnes
- TOP SECTION: 0.5 tonnes
16PE - Usable Volume 4489 Lltres
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PLAN VIEW;
SCALE: 1:25
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DRAWING TITLE; Drawn By! T, Armstron
CARLOW CONCRETE TANKS | At - :
Usable Volume 5127 Litres Date: 12/07/2012
—— WWW.Carlowtanks.com s 20PE Septic Tank ==
Revision; 0
STANDARD UNIT WEIGHTSI
= BASFE SECTION: 0.5 tonnes
= TOP SECTION! 0.5 tonnes
20PE Septlc tank - usable volume
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2 NO 1500 GALLON (6.9m3) SEPTIC TANK OPTION m
60PE Septic Tank
Usable Volume 11.38m?3
*2 no. 1,500 gallon (6.92m"3) tanks c/w
2 no 600mm x 600mm ope and | no.
100 mm vent collar
*Inlet/ Outlet & Interconnecting pipework
100mm collar 100mm coliar | @1l 110mm (Other sizes available).
cast |n; ast In,
Vent ens *Prime & Tokstrip.
*No access covers
X X s '
% SO 2 *Suggested base - 100mm c1804 well
S % compacted
e %
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ZOCO.OQ 22751 | s Worklng Capaclty
1649.5 5.69m?
Viorking Capaclty
5,65m?
2040,0
S — P.O. #:
Sts: Proposal Dwg,
Drn: N. Nolan
Ckd:
SECTION
Date: 01-02-2016
Total tank capacity 13,84m?
Working Capacity 11,38m3
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CARLOW CONCRETE TANKS,
DRUMDERRY,
BUNCLODY,
CO WEXFORD
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